The standards stay the same, but innovation never ends...


Baufit Aluminium Self Supporting Canopy System will give any entrance an uncomplicated, graceful look. With the use of tempered laminated glass you can add a range of glass colors, textures, and special effects not available with typical monolithic glass.

This complements and enhances the design of any building. Self supporting aluminium profile, holds the glass with a special fitting which comes with profile. Connector rods are not required and you can install numerous profiles to extend the canopy in desired length


## Baufit Self Supporting Canopy System

| Code | N100-100 | N100-140 | N100-160 | N100-180 | N100-200 | N100-300 |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Length | 100 cm | 140 cm | 160 cm | 180 cm | 200 cm | 300 cm |
| Prefabricated | $\checkmark$ | $\checkmark$ | $\checkmark$ | $\checkmark$ | $\checkmark$ | $\checkmark$ |
| Finish | Natural Anodized \& Powder C. | Natural Anodized \& Powder C. | Natural Anodized \& Powder C. | Natural Anodized \& Powder C. | Natural Anodized \& Powder C. | Natural Anodized \& Powder C. |
| Glass Stoppers \& Acc. | Included | Included | Included | Included | Included | Included |
| Glass Thickness | $8+8$ (17,52 mm) | $8+8(17,52 \mathrm{~mm})$ | $8+8(17,52 \mathrm{~mm})$ | 8+8 (17,52 mm) | $8+8(17,52 \mathrm{~mm})$ | $8+8$ (17,52 mm) |
| Glass Type | HeatStrengthened/Tempered | Heat Strengthened/Tempered | Heat Strengthened/Tempered | Heat Strengthened/Tempered | Heat Strengthened/Tempered | Heat Strengthened/Tempered |
| Glass Interlayer | SGP | SGP | SGP | SGP | SGP | SGP |

Mount the aluminium profile with appropriate fastening material to the wall.


Fit the edge protection rubber onto the glass and then insert the glass into the aluminium profile.


Align the glass panel and secure it with glass fixings.


Place the endcaps on the profile and secure them with screws.


## 㲘bant

- Europe

Alliance Eurasia S.A.S
Address: 41 Avenue grand clement. 69120 vaulx en velin/ LYON, France

T:+33750996454
E:msarikaya@baufit.com

## Balkans

Baufit D.O.O
Address:Magistralni put 246, Industrijska zona Maline, 75270, Živinice, Bosnia/Herzegovina

T:+902122471666-2481981-2193570
E : info@baufit.ba

Asia \& Middle East
Address: Konak Mah. Lefkose Cad. Baris Sok. Ofis + Plaza No:3 Kat:1 Daire no: 12 PK: 16265 Nilufer/Bursa/Turkey

T:+902242050474
E: info@baufit.com

## South East Asia

Baufit Asia Co. Ltd
Address: 321/1 Phatthanakan Rd, Khwaeng Prawet, Khet Prawet, Krung Thep Maha Nakhon 10250, Thailand

T : +90 2242050474
E: info@baufit.com

